Termtek

is a new stylish box-type thin client with compact
size and small housing. The primary benefit is space-saving and
easy to accommodate at any locations. The uniquely-designed
removable foot stand makes TK-3750 flexible in various positions
including wertical, horizontal and panel-mounted. You can
disassemble/assemble the stand easily and put the client in
vertical or horizontal angle. Equipped with mounting kit, TK-3750
also enables standard VESA-mounted at rear of LCD monitor. This
efficient design makes the client and LCD monitor look like ALL-
IN-ONE.

The special cap design on the housing of TK-3750 also makes it
unique and extremely convenient to access the flash and RAM.
Users can easily swap the flash included with Embedded OS
[CE/XPe/Linux) or expand the RAM size quickly to evaluate differ-
ent software and applications. The hidden Parallel port is avail-

able for legacy printer devices when necessary.

The key features of TK-3750 hardware platform are adopted with
VIA CN700 chipsets, DDRII RAM and four USB 2.0 ports (two on the
front, two on the rear) which bring excellent system performance
and functionality. All series of embedded OS are supported such
as Win CE, Linux and Win XP embedded. Termtek self-developed
remote management software is a very efficient tool to manage
CE/LX/XPe clients simultaneously from server site. If you are
looking for a delicate and compact-size thin client with powerful
functionality, TK-3750 is your best choice

TK-3750 CE6.0/LX/XPe
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CPU Type
Processor speed
Chipsets
Operating system

Browser

Compact Flash memory
(standard)

RAM
(standard)

1’0 Ports

Standard Option

Manageability software

Protocols

Dimensions

S

VIA CPU
1GHz/1.2GHz/1.6GHz
CN700 and VT8237R+

Microsoft Windows CE6.0 R2
Linux Kernel 2.6
Microsoft Windows XPe SP2

IE 6.0 for CEG
IE7.0 for XPe
Firefox 1.5 for LX

256MB for CE6.0 R2
512MB for LX

1 GB for Xpe
(expandable to BGB)

256ME DDRIN400/533) for CE6.O
512ME DDRII for LX

512MB DDRI for XPe

(expandable to 1G8 for Linux, XPe)
(expandable to 512MB for CE)

1 x Serial, 1 x Parallel,

1 x VGA video output,

4 x USH 2.0, 2 x P5/2 ports, 1 X RJ-45

1 x MIC-In, 1 x Line-Out

= Metal mounting bracket for VESA

= Internal USB 802.11b/g/n
Wireless LAN module

Remote Management 6.0 5P1

M5 RDP 5.2, ICA 10.0 for CE 6.0
MS RDP 6.0, ICA 10.0 for XPe
rdesktop 1.5.0, ICA 10.6 for LX
Terminal Emulation

(Default for CE/LX and optional for XPe)

190mm{L)x140mm{Wxd0mmiH)
weight: 0.6 kg only

2@ ®-CE

www.termtek.com.tw






