Termtek

is the best buy Thin Client in
thie world and it is designed to integrate the newest VIA Eden Va4 |
1GHz and CN700 chipset that enhance the performance to a

much higher level. Users can enjoy excellent performance of

CPU Type VIA Eden
32-bit true color on TK-3770/TK-3770e that supports AGP perfor e
Zf arl
mance up to BX and share with main DOR-RAM from BMB 10 e
} Chipiets CHT00 and VTEZITH+
64MB. Enjoy it on the Internet and watching video streams via a
Operating system Microsoft Windows CE 6.0

local Internet Explorer without delay:, Linua Kernel 2.5

Microsolft Windows XPe 5P2

USB 2.0 support and Storage Sharing on LAN e i rRARE

TE-3770/TH-3770e provides 6 external USB2.0 ports and is inte Compact Flash memory Eiretox 1.5 for L

grated with a powerful USB storage share function. TK-3770/TK {standard] 256ME for CES.0
2 e ; 25608 for LX

3770e supports most of USE flash disks, such as floppy disk, hard 512MB for XPe (expandable to BGB for XPe)
i . OM device. It breal B dition ' t LS :

disk, or CD-ROM device. It breaks the traditional rule of that users AAM 254MB DORI for CES.0

must transfer data through the RDP or ICA to the server and dis (standard) 256MB DORN for LX

512M8 DORI for XPe

(expandable 1o 1GE for CE, Linux, XPe)

tributes files from server. Now, you can push the data to local

storage to fasten the speed of the data using and transferring by

U0 Ports 1 x Serial, 1 x Paralbel, | x VGA video output,
TK-3770/TK-3770e 12 DVID. 1 x PO

2 x SATA[1aExternal and 1xinternal) TK-3770e
Additional slots support: (Option) &x USB 2.0, 2 x PS/2 ports, 1 X RI-45

Ptl'and Smart Card - Metsl mouwnting bracket for VESA
Standard Option .

e Smart Card Reader Kit

For users intermal IDE HO.D Kit
ooking for higher security, TE-3770/TK-3770e is even equipped i o card KR
with a smart card slot as an optional function. For any other Mansgmbility software Remote Management
function extension, we also have a PCl slot for specific se Pratocols M35 RDP 5.2, ICA 10.0 for CEG.0
M5 RDP 6.0, ICA 10.0 for XPe
Dual display screen support: rdesitop 1.5.0, ICA 10.6 for LX
VGALDVI Terminal Emulation

(Default for CEALX and optional for XPe)
Today, TK-3770/TK-3770e will let you have wider view on your site Dimensions 25 Tmm{L)x2 14mm(WixSSmm(H)
welght: 1.6 kg only

"r'll'.: can |':.\|-,--‘- bwo screens at ',|'|-1I same T

5 For Your s
requirements or POS application. You don't need to buy two thin

clients to fulfill your function and save your money now

TK-3770/TK-3770e ce6.0/Lx/xPe S@ECB® T'Fc ®-CE

TEl'mtEk TERMTEK COMPUTER CO.LTD www.termtek.com.tw






