Termtek

The First Thin Client for High Quality Video

provides high quality video support with 2 DIMM
(up to 2G). It breaks the traditional Thin Client application
boundary to enhance your entertainment level. Today, TK-3778
will provide you with wider view on your site. You can have two
screens in both VGA and DVI configurations at the same time to
meet your special requirements or POS application. With TK-3778,
You don't need to buy two thin clients to satisfy your request and
save your money now.

USB 2.0 supported and Storage Sharing on LAN

TK-3778 is the best buy Thin Client in the world and it is designed
to integrate the newest VIA 1.6GHz and CX700M chipset that
enhance the performance to a much higher level. TK-3778
supports most of USB flash disks, such as floppy disk, hard disk, or
CD-ROM device, you can push the data to local storage to acceler

ate the speed of the data using and transferring by TK-3778.

Additional slots support: (Option)
Wireless LAN, PCl, and Smart card reader

TK-3778 supports internal USB 2.0 wireless module, and is com
patible with IEEE802.11 b/g/n wireless connection.
For any other function extension, we also have a PCl slot for

specific selection.

TK-3778 CE6.0/LX/XPe

Termtek TERMTEK COMPUTER CO.,LTD.

CPU Type
Processor speed
Chipsets
Operating system

Browser

Compact Flash memory
(standard)

RAM
(standard)

IO Ports

Standard Option

Manageability software

Protocols

Dimensions

S

VIA CPU
1.6 GHz
CX700M

Microsoft Windows CE 6.0 R2
Linux Kernel 2.6
Microsoft Windows XPe SP2

IE 6.0 for CE6.0, IEZ.0 for XPe
Firefox 1.5 for LX

256MB for CE6.0
512MB for LX
1 GB for Xpe (expandable to BGB)

256MB DDRIN400/533) for CE6.0
512ME DDRI for LX

512MB DDRII for XPe

(expandable to 2GB for CE, Linux, XPe)
(expandable to 512ME for CE)

1 x Serial , 1 x VGA video output,

1% DVI-I,

2 x SATA(1 x External and 1x Internal),
1x PCl, 1xIDE

& x USE 2.0{4x External and 2x Internal),
2 x P5/2 ports, 1 X RJ-45

Metal mounting bracket for VESA

Internal USE 802.11b/g/n Wireless LAN module
Smart Card Reader Kit

Internal IDE H.D.D Kit

Internal SATA H.D.D Kit

PCl riser card Kit

Remote Management 6.0 SP1

M5 RDP 6.0, ICA 10.0 for XPe

M5 RDP 6.0, ICA 10.08 for CE6.0 R2
rdesktop 1.6.0, ICA 10.6 for LX

Terminal Emulation

(Default for CE/LX and optional for XPe)

25TmmL)x214mm{Wx55mmiH)
weight: 1.6 kg only
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